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RESUMEN 

El presente estudio denominado: “Adición de fibra de maguey y cal hidratada para 

mejorar las propiedades físico-mecánicas del adobe para viviendas rurales” de los 

cuales, se tomó como objetivo primordial evaluar el comportamiento de la adición 

de fibra de maguey y cal hidratada para mejorar las propiedades físico-mecánicas 

del adobe para viviendas rurales, asimismo, el estudio es de naturaleza aplicada y 

diseñada experimentalmente, en el que se evaluó las propiedades de variación 

dimensional, compresión por unidad de albañilería, axial y diagonal, de los cuales, 

se examinó que tan efectivo son las siguientes dosificaciones: 0.30% Paja que 

corresponde al patrón, 0.75% FM + 1.80% CH, 1.15% FM + 1.80% CH y 1.30% FM 

+ 1.80% CH, de los cuales, obtuvieron como resultado en ensayo de variación 

dimensional se clasificaron sus medidas mediante el largo, ancho y alto de los 

cuales el estándar obtuvo 245 mm. de largo, el ancho obtuvo 124.1 mm. y el alto 

obtuvo 82.5 mm., el AE1 obtuvo 244.2 mm., 123 mm. y 81.3 mm., el AE2 obtuvo 

244.9 mm, 123.1 mm. y 81.4 mm. y el AE3 obtuvo 243.2 mm., 121.9 mm. y 81.3 

mm, en resistencia a compresión por unidad de albañilería, el adobe estándar 

obtuvo 11.25 kg/cm2, mientras que los experimentales obtuvieron 13.99 kg/cm2, 

16.77 kg/cm2 y 18.72 kg/cm2, en resistencia a compresión axial, el adobe estándar 

obtuvo 6.34 kg/cm2, mientras que los experimentales obtuvieron 6.78 kg/cm2, 7.26 

kg/cm2 y 7.67 kg/cm2 y en resistencia a compresión diagonal, el adobe estándar 

obtuvo 0.43 kg/cm2, mientras que los experimentales obtuvieron 0.48 kg/cm2, 0.51 

kg/cm2 y 0.60 kg/cm2. 

Palabras clave: Adobe, fibra maguey, cal hidratada, propiedades físico-mecánicas. 
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ABSTRACT 

The present study called: “Addition of maguey fiber and hydrated lime to improve 

the physical-mechanical properties of adobe for rural housing” of which, the primary 

objective was taken to evaluate the behavior of the addition of maguey fiber and 

hydrated lime for improve the physical-mechanical properties of adobe for rural 

housing, likewise, the study is of an applied nature and experimentally designed, in 

which the properties of dimensional variation, compression per masonry unit, axial 

and diagonal were evaluated, of which , it is examined how effective the following 

dosages are: 0.30% Straw that corresponds to the pattern, 0.75% FM + 1.80% CH, 

1.15% FM + 1.80% CH and 1.30% FM + 1.80% CH, of which, the results were 

obtained in the trial of dimensional variation, its measurements were classified by 

length, width and height of which the standard obtained 245 mm. In length, width 

obtained 124.1 mm. and the tall one obtained 82.5 mm., the AE1 obtained 244.2 

mm., 123 mm. and 81.3 mm., the AE2 obtained 244.9 mm, 123.1 mm. and 81.4 

mm. and the AE3 obtained 243.2 mm., 121.9 mm. and 81.3 mm, in compressive 

strength per unit of masonry, the standard adobe obtained 11.25 kg/ kg/cm2, while 

the experimental ones obtained 13.99 kg/cm2, 16.77 kg/cm2 and 18.72 kg/cm2, in 

axial compression resistance, the adobe standard obtained 6.34 kg/cm2, while the 

experimental ones obtained 6.78 kg/cm2, 7.26 kg/cm2 and 7.67 kg/cm2 and in 

diagonal compression resistance, the standard adobe obtained 0.43 kg/cm2, while 

the experimental ones obtained 0.48 kg/cm2 0.51 kg/cm2and 0.60 kg/cm2. 

Keywords: Adobe, maguey fiber, hydrated lime, physical-mechanical properties.




