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RESUMEN 

El presente estudio tiene como objetivo general diseñar la infraestructura 

vial para mejorar la transitabilidad vehicular: Cutervo - Centro Poblado La 

Conga (Km 0+000 – Km 10+012.46), Cajamarca. 

La investigación es de tipo descriptiva, no experimental, porque se 

observarán los fenómenos tal y como se encuentran en su entorno natural 

sin modificarlos. La población y la muestra está constituida por la longitud 

total de 10+117.74 km de la carretera ya que se recolectará los datos a lo 

largo de todo el tramo.  

Los resultados más importantes del estudio indican que se cuenta con una 

trocha carrozable accidentada tipo 3 según clasificación orografía y un 

IMDa = 146 veh/día. El suelo representativo de la zona es del tipo Arcilloso 

con materia inorgánica con débil o mediana plasticidad (CL). Su CBR es de 

7.5%. Los datos pluviométricos fueron obtenidos de la estación Cutervo, 

con los cuales se diseñaron 4 alcantarillas de ø= 0.60 m, 1 Baden 

trapezoidal (L=20m) y 10 012.46 m de cuneta triangular de 0.4 x 0.80 m. 

Finalmente se realizó el diseño geométrico para una carretera de tercera 

clase con una velocidad de diseño de 30 km/h, basado en la normativa 

peruana DG – 2018.  Del mismo modo, se diseñó la estructura de un 

pavimento flexible a través de la metodología AASHTO 93. 

Palabras clave: Infraestructura vial, Diseño geométrico, diseño de 

pavimento flexible
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ABSTRACT 

The general objective of this study is to design the road infrastructure to 

improve vehicle passability: Cutervo - Centro Poblado La Conga (Km 0+000 

– Km 10+012.46), Cajamarca.

Research is descriptive, non-experimental, because phenomena will be 

observed as they are in their natural environment without modifying them. 

The population and the sample consists of the total length of 10+117.74 km 

of the cutervo – Centro Poblado La Conga road, Cajamarca. Since the data 

will be collected throughout the leg.  

The entire section under study involves the district of Cutervo to the peasant 

community La Conga, which will be directly or indirectly benefited from the 

realization and execution of this project. 

 The most important results of the study indicate that there is a type 3 

crashed floating trocha according to orography classification and an IMDa 

s 146 veh/day. The representative soil of the area is clay with inorganic 

matter with weak or medium plasticity (CL). Its CBR of 7.5% (Regular), the 

rainfall data were obtained from the Cutervo station, with which 4 sewers of 

0.60 m, 1 Trapezoidal Baden (L-20m) and 10 012.46 m triangular ditch of 

0.4 x 0.80 m were designed. 

Finally, the geometric design was carried out for a third-class road with a 

design speed of 30 km/h, based on Peruvian regulations DG – 2018.  

Similarly, the structure of a flexible pavement was designed through the 

AASHTO 93 methodology.  

Keywords: Road infrastructure, Geometric design, flexible pavement 

design.
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