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RESUMEN 

 
El proyecto de investigación tiene como objetivos la verificación de los desplazamientos 

sísmicos así mismo la ubicación de las posibles rotulas plásticas encontradas en la 

estructura ante un movimiento sísmico, teniendo en cuenta las normas técnicas E-030 de 

diseño Sismo-resistente, E-020 de Cargas, E-060 de Concreto Armado, E-070 de 

Albañilería, todas estas pertenecientes al Reglamento Nacional de Edificaciones. 

 

Se recogió la información necesaria con el instrumento de recojo de datos de campo, una 

vez ya obtenido los datos para el modelamiento estructural mediante el Software “Etabs”, 

se procede a realizar el Análisis Dinámico Lineal y un análisis estático no lineal llamado 

“Pushover”. 

 

Ante lo mencionado se pudo concluir que la estructura no cumple con los desplazamientos 

máximos permisibles de 0.0070 para concreto Armado y si cumple para Muros 

Estructurales 0.0050, establecidos en la norma E-030, y que la edificación presento derivas 

absolutas máximas de 0.025 y 0.029 en la dirección de X-X como también de 0.003 y 0.004 

en la dirección Y-Y. 

 

Palabras claves: Vulnerabilidad Sísmica, Sismos, Análisis. 
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ABSTRACT 

 

 
The research project aims to verify the seismic shifts likewise the location of potential 

plastic hinges found in the structure before an earthquake, taking into account the technical 

standards E-030 earthquake-resistant design, E-020 loads, E-060 Reinforced Concrete, 

Masonry E-070, all these belonging to the National Building Regulations. 

 

The necessary information is collected with the instrument gather field data once and 

obtained the data for structural modeling using the software "Etabs" is determined, the 

Dynamic Analysis linear and nonlinear static analysis called "Pushover". 

 

Given the above it it was concluded that the structure does not meet the maximum 

allowable displacement of 0.0070 for reinforced concrete and if it meets for Walls 

Structural 0.0050, set in the E-030 standard, and that the building presented absolute 

maximum drift of 0.025 and 0.029 in XX direction as well as 0.003 and 0.004 in the YY 

direction. 

 

Keywords: Seismic Vulnerability, Seismic Analysis. 
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