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Resumen 

La presente tesis titulada “Diseño de infraestructura vial para mejorar el nivel de 

servicio vehicular del tramo Ciudad de Olmos – Caserío Tunape, Olmos, 

Lambayeque”, se desarrolló en el Distrito de Olmos, Provincia de Lambayeque, 

Departamento de Lambayeque en el año 2019. El tiempo de investigación fue de 

16 semanas. La investigación se justifica en el desarrollo del diseño de la 

infraestructura vial para el mejoramiento el nivel de servicio vehicular existente, el 

cual no reúne las condiciones de diseños adecuados, tales como anchos de 

calzada, pendientes longitudinales y transversales, obras de drenaje, 

señalizaciones, seguridad vial, etc.  

Con la finalidad de satisfacer las necesidades actuales de los sectores de caseríos 

inmersas en el ámbito de influencia del proyecto, se propone el diseño de 

infraestructura vial para mejorar el nivel de servicio, el cual consiste en el diseño 

Geométrico en planta, perfil y secciones transversal, el diseño de la carpeta de 

rodadura a nivel de pavimento flexible en caliente, estableciendo las señales de 

tránsito adecuadas, etc. De acuerdo a la Norma de Diseño Geométrico de 

Carreteras (DG-2018), el proyecto estuvo enmarcado en el tipo de investigación de 

carácter descriptivo. Los datos obtenidos del área de influencia del proyecto serán 

procesados mediante programas especializados como el CIVIL 3D, S10, MS 

PROJECT entre otros, así mismo se contará con la orientación de un asesor 

especializado en la línea de investigación para el análisis de los datos obtenidos. 

La investigación consta de 8 capítulos, donde tenemos; capítulo I: Introducción, 

conformado por la realidad problemática, capítulo II: Marco Teórico, teorías 

relacionadas al tema, formulación del problema, justificación del estudio, hipótesis 

y  objetivos, capítulo III: Metodología, conformado por diseño de investigación, 

variable y Operacionalización, población y muestra, técnicas e instrumentos de 

recolección de datos, validez y confiabilidad, métodos de análisis de datos, 

aspectos éticos, capítulo IV: Resultados, capítulo V: Discusión, capítulo VI: 

Conclusiones, capítulo VII: Recomendaciones, Referencias y Anexos, 

conformado por permisos, memorias de cálculos, informes, entre otros. 

Palabras clave: Diseño, Normatividad, Nivel de Servicio. 
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Abstract 

This thesis entitled "Design of road infrastructure to improve the level of vehicle 

service of the City of Olmos - Tunape farmhouse, Olmos, Lambayeque section", 

was developed in the District of Olmos, Lambayeque Province, Department of 

Lambayeque in the year 2019. The investigation time was 16 weeks. The research 

is justified in the development of the design of road infrastructure to improve the 

existing level of vehicle service, which does not meet the conditions of adequate 

designs, such as road widths, longitudinal slopes and drainage works, signs, road 

safety, etc. 

In order to meet the current needs of the sectors and hamlets immersed in the scope 

of the project, it is proposed the design of road infrastructure to improve the level of 

service, which consists of the Geometric design in plant, profile and cross section, 

the design of the rolling folder at the hot flexible pavement level, establishing the 

appropriate traffic signals, etc. According to the Road Geometric Design Standard 

(DG-2018), the project was framed in the type of descriptive research. The data 

obtained from the area of influence of the project will be processed through 

specialized programs such as CIVIL 3D, S10, MS PROJECT among others, as well 

as the guidance of a specialized advisor in the research line for the analysis of 

obtained data. 

The research consists of 8 chapters, where we have; Chapter I: Introduction, 

consisting of problematic reality, chapter II: Theoretical Framework, previous work, 

the topic theory, problem formulation, study justification, hypotheses and objectives, 

chapter III: Methodology, consisting of research design, variable and 

operationalization, population and sample, data collection techniques and 

instruments, validity and reliability, data analysis methods, ethical aspects, chapter 

IV; Results, Chapter V: Discussion, Chapter VI: Conclusions, Chapter VII: 

Recommendations, Bibliographic References and Annexes, consisting of permits, 

calculation reports, reports among others. 

Keywords: Design, Regulations, Service Level.
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