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RESUMEN

El presente estudio de investigación basó su objetivo en la eficiencia del sistema de tratamiento

de agua utilizando la técnica de ósmosis inversa el cual se basa en obtener agua purificada

partiendo de un caudal de agua que está impura por medio de la aplicación de presión para forzar

el paso del agua a través de una membrana semipermeable en sentido contrario al que ocurre en

la ósmosis. Por lo cual es sistema se abasteció de energía solar para lograr el proceso de filtración

y obtener agua potabilizada, para la población rural de la Provincia de Puerto Inca Departamento

de Huánuco, se tomó como muestra una unidad Familiar del fundo Pan de Azúcar que utiliza

agua de pozo para consumo humano. La eficiencia del diseño del sistema de tratamiento de agua

se realizó por el método experimental, abastece a la demanda de agua para consumo doméstico

de la unidad familiar de acuerdo a la cantidad de agua necesaria por persona al día según a la

Organización Mundial de la Salud, el sistema eléctrico del sistema de tratamiento es abastecida

en su totalidad por energía solar mediante celdas fotovoltaicas policristalina tiene un

funcionamiento óptimo en el lugar. En cuanto a la calidad de agua se analizó los siguientes

indicadores, análisis de agua para coliformes totales con la cantidad de 11,0 NMP/lOOmL y sólidos

totales en 42.55ppm antes y después del tratamiento los coliformes totales se redujo a 0

NMP/lOOmL y sólidos totales en 11.57ppm. con la cual se determinó el grado de remoción del

tratamiento de agua las cuales indico el 100% de Coliformes totales y el 73% para sólidos totales.

Palabra clave: tratamiento de agua, ósmosis inversa, energía solar.
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ABSTRACT

This research study based its target efficiency water treatment system using the reverse osmosis

technique which is based on the basis of purlfied water to obtain a flow of water that is impure by

applying pressure to forcé passing the water through a semipermeable membrane in the opposite

direction to what occurs in the osmosis. Therefore it is system were supplied with solar energy to

achieve the filtration process and get drinkable water for the rural population of the Province of

Puerto Inca Department of Huánuco, was sampled a Family unit founded Sugarloaf using water

Well for human consumption. The efficiency of the system design water treatment was

performed by the experimental method, caters to the demand for water for domestic household

consumption according to the amount of water required per person per day according to the

World Health Organization The electrical system of the treatment system is supplied entirely by

solar energy using photovoltaic cells polycrystalline is functioning optimally in place. As for the

following water quality indicators, water analysis for total coliforms 11.0 with the amount of NMP

/ 100 mL and total solids in 42.55ppm analyzed before and after treatment total coliforms fell to 0

MPN / lOOml and total solids in 11.57ppm. With which the degree of removal of water treatment

which indicated 100% of total coliforms and 73% for solid totales.ds was determined.

Keyword: water treatment, reverse osmosis and solar energy.
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