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RESUMEN 

La presente investigación tuvo como objetivo, determinar el efecto que produce el 

extracto de nopal y aloe vera en las propiedades físicas y mecánicas del concreto 

estructural en ambientes salinos, se desarrolló empleando una metodología de 

investigación básica, diseño experimental, de tipo cuasi-experimental, la población 

de estudio fue el concreto f’c=245 kg/cm2 con la adición de los aditivos obtenidos 

de las plantas de nopal y aloe vera provenientes de la ciudad de Huamachuco. La 

muestra fueron 130 probetas cilíndricas, 40 vigas y 10 muestras para los ensayos 

en estado fresco, usando porcentajes de nopal en 2%; 6% y 10% y el aloe vera 

0.5%; 1.5% y 3%, asimismo, en conjunto de 2% de nopal + 0.5% de aloe vera y así 

respectivamente 6% + 1.5%; 10%+3%, en relación al peso del cemento. Para la 

recolección de información se empleó técnicas, como la observación y en 

instrumentos, la ficha de observación de laboratorio, obteniendo que, el 

asentamiento mejoró, asimismo, la máxima resistencia a la compresión a los 28 

días fue 443.4 kg/cm2 y 445.4 kg/cm2 a los 56 días, resistencia a la tracción 41.4 

kg/cm2 a los 28 días, resistencia a la flexión 72.8 kg/cm2 a los 56 días, 77.7 kg/cm2 

a los 90 días, la velocidad de carbonatación presentó disminución máxima de 0.22 

mm/año, logrando determinar que estos aditivos han evidenciado incrementos en 

ambas propiedades del concreto, resaltando su porcentaje más óptimo de cada 

extracto, nopal su mejor uso fue al 2%, aloe vera 0.5% y en conjunto 2%N+0.5%AV. 

Palabras clave: 

Concreto estructural, propiedades fisicomecánicas, corrosión, nopal, aloe vera. 
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ABSTRACT 

The objective of this research was to determine the effect of nopal extract and aloe 

vera on the physical and mechanical properties of structural concrete in saline 

environments. It was developed using a basic research methodology, experimental 

design, quasi-experimental type, the study population was concrete f'c=245 kg/cm2 

with the addition of additives obtained from nopal and aloe vera plants from the city 

of Huamachuco. The sample consisted of 130 cylindrical specimens, 40 beams and 

10 samples for the fresh state tests, using percentages of nopal in 2%; 6% and 10% 

and aloe vera 0.5%; 1.5% and 3%, as well as a set of 2% nopal + 0.5% aloe vera 

and thus respectively 6% + 1.5%; 10%+3%, in relation to the weight of the cement. 

For the collection of information, techniques were used, such as observation and in 

instruments, the laboratory observation sheet, obtaining that the settlement 

improved, likewise, the maximum compressive strength at 28 days was 443.4 

kg/cm2 and 445.4 kg/cm2 at 56 days, tensile strength 41.4 kg/cm2 at 28 days, 

flexural strength 72. 8 kg/cm2 at 56 days, 77.7 kg/cm2 at 90 days, the carbonation 

rate presented a maximum decrease of 0.22 mm/year, managing to determine that 

these additives have evidenced increases in both properties of the concrete, 

highlighting its most optimal percentage of each extract, nopal its best use was at 

2%, aloe vera 0.5% and together 2%N+0.5%AV. 

Keywords: Structural concrete, physicomechanical properties, corrosion, nopal, 

aloe vera. 


