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RESUMEN

Aplicacion del Sistema de Gestion de Seguridad y Salud en el Trabajo para reducir
el indice de accidentabilidad en la obra de saneamiento, ventanilla, 2017.EI objetivo
general fue determinar como la aplicacion del sistema de gestion y salud en el trabajo
reduce el indice de accidentabilidad en la obra de saneamiento Ventanilla
2017.Segun (Creus Mangosio ,2011 Pag.411) las dimensiones de la variable
independiente es politica, planificacion, implementacion, verificacion y revision, como
también segun (Mancera,2012,P4ag.378) las dimensiones de la variable dependiente
son indice de frecuencia, indice de severidad. El Tipo de investigacion es aplicada
y descriptiva ,su disefio es Causi experimental, donde su poblacién es el nimero de
accidentes que se presenta en un mes, los cuales para el estudio se midi6 a lo largo
de 6 meses antesy después.

La muestra es igual que la poblacién, los indices de accidentabilidad antes y después
de la aplicacién son 0.378 y 0.037 cuyos valores son menores al 0.05, concluimos
que las distribuciones de sus datos son no paramétricas, por lo que se debe de
aplicar la prueba de Wilcoxon. la significancia unilateral fue de 0,027 menor al 0.05,
con lo cual rechazamos la hipétesis nula, por lo que aceptamos la hipétesis alterna,
gue nos indica que la aplicacién reduce el indice de accidentabilidad en la obra de
saneamiento. Se determind que la implementacion redujo el indice de frecuencia del
antes 96.06 y después 21.99 como también indice de severidad del antes 1 5.50 y
después 3.17.

Palabras Claves: Accidentes, Condiciones Sub-estandares, Actos Sub-estandares,
indice de frecuencia, indice de Severidad
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SUMMARY

Application of the Occupational Health and Safety Management System to reduce
the accident rate in the sanitation works, window, 2017. The general objective was to
determine how the application of the management and health system in the
workplace reduces the accident rate in the sanitation work Ventanilla 2017. According
to (Creus Mangosio, 2011 p.411) the dimensions of the independent variable is
policy, planning, implementation, verification and revision, as well as according to
(Mancera, 2012, p.378) the dimensions of the dependent variable is frequency index,
severity index. The type of research is applied and descriptive, its design is
experimental Causi, where its population is the number of accidents that occur in a
month, which for the study was measured over 6 months before and after.

The sample is the same as the population, the accident rates before and after the
application are 0.378 and 0.037 whose values are less than 0.05, we conclude that
the distributions of their data are non-parametric, so the test must be applied.
Wilcoxon the unilateral significance was 0.027 less than 0.05, which rejects the null
hypothesis, so we accept the alternative hypothesis, which indicates that the
application reduces the accident rate in the sanitation work. It was determined that
the implementation reduced the frequency index from before 96.06 and then 21.99
as well as the severity index from before 1 5.50 and then 3.17.

Key Words: Accidents, Sub-standard Conditions, Sub-standard Acts, Frequency
Index, Severity Index
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