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RESUMEN 

 

La ejecución de vías de transporte terrestre como son las carreteras para satisfacer las 

necesidades de las poblaciones, es prioritarias de los gobiernos nacionales, regionales y 

locales; es por ello, es necesario que se planteen proyectos que contribuyan al beneficio de 

la población y desarrollo de los pueblos. Motivo por el cual es el objetivo de este proyecto 

titulado “Diseño del mejoramiento de la carretera a nivel de pavimento flexible tramo 

Parubamba - Shitabamba, distrito y provincia de Cajabamba- Cajamarca” es realizar el 

diseño para el mejoramiento de la carretera de los caseríos Parubamba – Shitabamba que 

tiene una longitud de tramo de 5.7 km. Este lugar está situado a 2723 m.s.n.m, la trocha 

carrozable es de 4 a 5 metros de ancho, cuenta con un suelo arcilloso de alta y baja 

plasticidad, con un terreno ondulado tipo 3, con pendientes mayores a 10.9% y con una 

pendientes mínima de 1.04%, no cuenta con taludes y en algunos tramos no tiene cunetas y 

alcantarillas pero al no haber tenido un mantenimiento adecuado ya  no cumplen la función 

por la cual fueron diseñada, además  no cuenta con señales horizontales ni verticales. El 

diseño del mejoramiento de la carretera de este tramo de Parubamba a Shitabamba tiene 

como finalidad ser de una calzada 6.60 metros, con un ancho de berma de 0.90 metros, un 

bombeo de 4%, con radios mínimos de 50 m. y en curvas de volteo de 17 metros, además 

tiene una velocidad de diseño de 40 km/h. Cuenta con obras de arte que son cunetas de 

secciones triangulares y cuadradas con dimensiones de 0.4x0.8m. y 0.3x0.3m 

respectivamente, con alcantarillas de alivio de 24”, con una alcantarilla de paso de 24%, dos 

badenes de 10 metros y 9 metros respectivamente, todas estas obras de arte cumplen con el 

caudal que viene de las cuencas .Está carretera ha sido diseñada para un vehículo C2 y 

también a nivel de pavimento flexible.se ha considerado el impacto ambiental siendo el 

impacto negativo en la construcción de la vía y el impacto positivo se presentara al término 

de la construcción de la vía para el transporte de pasajeros y carga  se determinado el 

presupuesto de S/ 5, 158, 256. 91  
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ABSTRACT 

 

The execution of land transport routes such as roads to meet the needs of populations, is a 

priority for national, regional and local governments; This is why it is necessary that projects 

that contribute to the benefit of the population and the development of the people are 

proposed. Reason for which is the objective of this project entitled "Design of the 

improvement of the road at the level of flexible pavement Parubamba - Shitabamba, district 

and province of Cajabamba- Cajamarca" is to carry out the design for the improvement of 

the road of the Parubamba farmhouses - Shitabamba that has a length of section of 5.7 km. 

This place is located at 2723 meters above sea level, the carriageway is 4 to 5 meters wide, 

it has a clay soil of high and low plasticity, with undulating terrain type 3, with slopes greater 

than 10.9% and with a minimum slope of 1.04%, does not have slopes and in some sections 

it does not have gutters and culverts but due to not having an adequate maintenance they no 

longer fulfill the function for which they were designed, besides it does not have horizontal 

or vertical signs. The design of the road improvement of this section from Parubamba to 

Shitabamba is intended to be of a roadway of 6.60 meters, with a berm width of 0.90 meters, 

a pump of 4%, with minimum radii of 50 m. and in turning curves of 17 meters, it also has 

a design speed of 40 km / h. It has works of art that are gutters of triangular and square 

sections with dimensions of 0.4x0.8m. and 0.3x0.3m, respectively, with 24 "relief culverts, 

with a 24% culvert, two 10-meter and 9-meter booms respectively, all these works of art 

comply with the flow coming from the basins. The road has been designed for a C2 vehicle 

and also at the level of flexible pavement. The environmental impact has been considered as 

the negative impact on the construction of the road and the positive impact will be presented 

at the end of the construction of the road for the transport of passengers and cargo the budget 

of S / 5, 158, 256. 91 
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