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RESUMEN 

La presente investigación, tiene como objetivo estimar el grado de vulnerabilidad sísmica  de 

las viviendas de dos niveles, construidas con adobe en el Jirón José Olaya, para tal objetivo se 

hará uso de la ficha de verificación del Instituto Nacional de Defensa Civil (INDECI). El Jr. 

de José Olaya es la única zona  de Huaraz cuyas viviendas de adobe han resistido el sismo 

producido el 31 de mayo de  1970 (3:25 p.m). Su epicentro se localizó frente a las costas de la 

ciudad de Chimbote, en el Océano Pacífico. Su magnitud fue de 7,8 grados en la escala de 

Richter y alcanzó una intensidad de hasta X y XI grados en la escala de Mercalli. Actualmente 

las viviendas aún permanecen habitadas por los propietarios. La unidad de estudio está 

ubicada en una  zona urbana con alto riesgo sísmico (Huaraz está  considera en la zona 3, con 

un factor de zona   𝑧 =  0.35). Estas viviendas han podido soportar sismos leves y medianos 

que han ocurrido en los últimos años, sin embargo se estima que estas viviendas son 

vulnerables en caso de sismos severos que se puedan producir en cualquier momento, debido a 

la antigüedad de las mismas. 

Así mismo la investigación está dividida en 3 etapas 

En la primera etapa, realizamos el levantamiento topográfico de la unidad  de estudio, para 

determinar el plano de ubicación, topográfico y vías accesos. En la segunda etapa, 

realizamos el estudio de mecánica de suelos, en donde realizamos una calicata de 

1𝑚𝑥 1𝑚 𝑥3𝑚 para extraer la muestra de suelo, el cual fue llevado al laboratorio de suelos 

mecánica de suelos de la Universidad Cesar Vallejo, donde realizamos los ensayos 

respectivos, como ensayo granulométrico, limite líquido, limite plástico. La clasificación se 

realizó según SUCS (Sistema Unificado de Clasificación de los suelos), el cual resultó un 

suelo tipo GM (Grava limosa; mezcla de grava regular, arena y limo). En función a los 

resultados obtenidos de los ensayos, el laboratorio de mecánica de suelos VH donde nos 

certificó la capacidad admisible del suelo ( 2.20
𝑘𝑔

𝑐𝑚2). En la tercera etapa, se estimó el grado 

de vulnerabilidad sísmica haciendo uso de la fiche de verificación del Instituto Nacional de 

Defensa Civil (INDECI), teniendo  los resultados que el nivel de vulnerabilidad es muy alto.  

Palabras clave: Vulnerabilidad sísmica, sismo, adobe. 
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ABSTRACT 

 

The objective of this research is to determine the degree of seismic vulnerability of the two-

level dwellings, built with adobe in the neighborhood of José Olaya. For this purpose, the 

verification form of the National Institute of Civil Defense (INDECI) will be used. . The José 

Olaya neighborhood is the only neighborhood in Huaraz whose adobe houses have withstood 

the earthquake that occurred on May 31, 1970 (3:25 p.m.). Its epicenter was located off the 

coast of the city of Chimbote, in the Pacific Ocean. Its magnitude was 7.8 degrees on the 

Richter scale and reached an intensity of up to X and XI degrees on the Mercalli scale. 

Currently the houses are still inhabited by the owners. The study unit is located in an urban 

area with high seismic risk (because Huaraz is considered in zone 3, with a zone factor z = 

0.35). These homes have been able to withstand slight and medium earthquakes that have 

occurred in recent years, however it is estimated that these homes are vulnerable in the event 

of severe earthquakes that may occur at any time, due to the age of them. 

Likewise the investigation is divided into 3 stages 

In the first stage we carried out the topographic survey of the study unit, to determine the 

location, topographic and access routes. In the second stage we carried out the study of soil 

mechanics, where we made a pit of 1mx1m x3m to extract the soil sample, which was taken 

to the floor mechanical soil laboratory of the Cesar Vallejo University, where we carried out 

the respective tests, as a granulometric test, liquid limit, plastic limit. The classification was 

made according to SUCS (Unified System of Soil Classification), which resulted in a GM 

type soil (silty gravel, mixture of regular gravel, sand and silt). Based on the results obtained 

from the tests, the soil mechanics laboratory VH certified us the admissible capacity of the 

soil (2.20 𝑘𝑔 / 𝑐𝑚2). In the third stage, the degree of seismic vulnerability was estimated 

using the verification file of the National Institute of Civil Defense (INDECI), which results 

in a very high level of vulnerability. 

 

Key words: Seismic vulnerability, earthquake, adobe. 
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