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RESUMEN 

 

El caserío de Los Higos, distrito de Santa Cruz de Toledo, Provincia de Contumaza- La libertad, 

cuenta con un servicio de agua potable en malas condiciones, donde las redes de agua potable se 

encuentran colapsadas, algunas viviendas no cuentan con el servicio potable; en cuento al 

sistema de letrinización algunas viviendas cuentan con letrinas caseta de calamina y pozo ciego 

y otras de material rustico, la población beneficiaria está comprendida por 77 familias 

beneficiarias. En tal sentido para dar solución a lo descrito, el objetivo del presente estudio de 

investigación es realizar el diseño del sistema de agua potable y UBS del caserío los Higos, 

Distrito de Santa Cruz de Toledo– Contumaza – Cajamarca, Dicho diseño está planteado por dos 

sistemas: 

Sistema 01, Una captación tipo ladera, Línea de conducción 386.33 metros de 33.00 mm PVC 

C-10, un reservorio apoyado de 5.00 m³ de capacidad con sistema de cloración por goteo, redes 

de aducción distribución 1,729.57 metros de 33.00mm y 26.50mm, dos cámaras rompen presión 

tipo 7, dos pases aéreos de 15.00 metros en la línea de conducción y en la red de distribución, 

tres válvulas de control de 26.50 mm y cuatro válvulas de purga de 26.50mm. 

Sistema 02, Una captación tipo ladera, Línea de conducción 132.21 metros de 33.00 mm PVC 

C-10, un reservorio apoyado de 5.00 m³ de capacidad con sistema de cloración por goteo, redes 

de aducción distribución 730.56 metros de 33.00mm y 26.50mm, dos cámaras rompen presión 

tipo 7, dos válvulas de control de 26.50 mm y tres válvulas de purga de 26.50mm. 

Unidades básicas saneamiento, con un tanque biodigestor de 600lts y zanja de infiltración, 

siendo un total de 77 unidades. 

Como resultado de los estudios realizados se encontró una topografía ondulada accidentada 

y montañosa con pendientes entre 20% a 70%, el suelo está compuesto por arcilla ligera 

arenosa y arcilla limo arenosa con contenido de humedad de 4.29% a 9.35% y una capacidad 

portante de 0.98 a 1.00kg/cm², el presupuesto del estudio asciende a la suma de 1’154,358.77 

nuevos soles. 

 

Palabras clave: Diseño, Agua Potable, Unidades Básicas de Saneamiento 
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ABSTRACT 

 

The hamlet of Los Higos, district of Santa Cruz de Toledo, Province of Contumaza- La 

Libertad, has a potable water service in poor conditions, where the drinking water networks 

are collapsed, some homes do not have the drinking service; In terms of the latrine system, 

some homes have calamine and blind pit house latrines and others of rustic material, the 

beneficiary population is comprised of 77 beneficiary families. In this regard, in order to 

provide a solution to what has been described, the objective of this research study is to carry 

out the design of the potable water system and UBS of the Los Higos farm, District of Santa 

Cruz de Toledo - Contumaza - Cajamarca, This design is proposed by two systems: 

System 01, A slope type collection, Driving line 386.33 meters of 33.00 mm PVC C-10, a 

reservoir supported by 5.00 m³ capacity with drip chlorination system, induction networks 

distribution 1,729.57 meters of 33.00mm and 26.50mm, two chambers break pressure type 

7, two 15.00 meter air passes in the driving line and in the distribution network, three 26.50 

mm control valves and four 26.50mm purge valves. 

System 02, A slope type collection, Driving line 132.21 meters of 33.00 mm PVC C-10, a 

supported reservoir of 5.00 m³ capacity with drip chlorination system, 730.56 meter 

distribution networks 33.00mm and 26.50mm, two chambers break pressure type 7, two 

26.50 mm control valves and three 26.50mm purge valves. 

Basic sanitation units, with a 600lts biodigester tank and infiltration ditch, being a total of 

77 units. 

As a result of the studies carried out, a rugged and mountainous undulating topography was 

found with slopes between 20% to 70%, the soil is composed of light sandy clay and sandy 

silt clay with moisture content of 4.29% to 9.35% and a bearing capacity of 0.98 to 1.00kg / 

cm², the study budget amounts to 1’354,358.77 nuevos soles. 

 

 

Keywords: Design, Drinking Water, Basic Sanitation Units 

 


