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RESUMEN 

 

Este proyecto de investigación realiza el modelo un pavimento de concreto en el cual se ha 

empleado la metodología Aashto 93, en avenida Ramón Castilla, Chulucanas- Morropón. Piura, 

en dicha vía se puede observar el deterioro de la infraestructura de la misma, causando malestar. 

Una de las causas del daño de este elemento fue la lluvia que se dio en el año 2017 denominado 

fenómeno “El Niño”, lo cual trajo consigo la necesidad de hacer una investigación para 

determinar un diseño apto que garantice una larga vida útil del mismo. 

La finalidad general es determinar el diseño necesario para un pavimento de concreto empleando 

el método de Aashto 93, de la avenida Ramón Castilla, Chulucanas-Morropón-Piura. La 

investigación es de tipo descriptivo simple pues se explica la forma en que se encuentra en la 

actualidad la vía, sin cambiar su estado natural. 

En una primera fase de los resultados, se han tomado los datos de tres ensayos hechos en 

laboratorio para estimar la calidad en base a su resistencia (CBR). Para hallar el CBR se evaluó 

cada muestra del terreno de fundación del pavimento actual, lo cual sirve para poder hallar el 

grosor de la sub-base. Luego nos basamos en los datos indicados por la metodología que se 

aplicará en este trabajo, lo cual precisa el grosor de la losa de concreto.  

Siguiendo lo anterior se tendrá una opción de diseño del pavimento de concreto que cumpla las 

necesidades que exige la población del distrito de Chulucanas, para su comodidad e incluso la 

de su salud. 

Finalmente se llegó a la conclusión de que se tuvo un promedio de 23% de CBR, éste dato nos 

ayudó a determinar un grosor de la segunda capa de 15 cm, y por último hallamos que la capa 

principal hecha de concreto será 15 cm. 

 

 

PALABRAS CLAVE: Pavimento de concreto, Metodología Aashto 93, CBR. 
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ABSTRACT 

 

This research project makes the model a concrete pavement in which the Aashto 93 

methodology has been used, in Ramón Castilla Avenue, Chulucanas-Morropón. Piura, in this 

way you can observe the deterioration of its infrastructure, causing discomfort. One of the causes 

of the damage of this element was the rain that occurred in 2017 called the “El Niño” 

phenomenon, which brought with it the need to do an investigation to determine a suitable 

design that guarantees a long useful life of it.  

The general purpose is to determine the necessary design for a concrete pavement using the 

method of Aashto 93, of Ramón Castilla Avenue, Chulucanas-Morropón-Piura. The research is 

of a simple descriptive type because it explains the way in which the road is currently, without 

changing its natural state.  

In a first phase of the results, data from three laboratory tests have been taken to estimate the 

quality based on its resistance (CBR). To find the CBR, each sample of the foundation ground 

of the current pavement was evaluated, which serves to be able to find the thickness of the sub-

base. Then we rely on the data indicated by the methodology that will be applied in this work, 

which specifies the thickness of the concrete slab.  

Following the above, there will be a concrete pavement design option that meets the needs of 

the population of the Chulucanas district, for their comfort and even their health.  

Finally it was concluded that there was an average of 23% CBR, this data helped us determine 

a thickness of the second layer of 15 cm, and finally we found that the main layer made of 

concrete will be 15 cm. 

 

KEYWORDS: Concrete pavement, Aashto 93 Methodology, CBR. 
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