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Resumen 

 

En este trabajo se presenta el diseño de un edificio de concreto armado, empleando 

solo placas de poco espesor como elementos verticales, para un edificio 

multifamiliar, la complejidad del problema se acentúa con la presencia de la napa 

freática, ya que la edificación requiere de un análisis sísmico estructural.  El diseño 

se basó en el estudio de suelos, de tipo grava con una capacidad admisible de 

aproximadamente 1.40 Kg /cm2.  Según este estudio, la napa freática se encontró a 

2.5m de profundidad sobre el nivel 0.00.  El diseño arquitectónico fue realizado por 

el Arq. Augusto Fukazawa K., mientras que el modelo tridimensional fue elaborado 

utilizando el programa ETABS v.21; el análisis por cargas de gravedad y de sismo, 

determino que los techos se representen por diafragmas rígidos con 3 grados de 

libertad.  Para el diseño del proyecto, en presencia de napa freática, se empleó 

muros de concreto de 10cm de espesor, sin el uso de otro elemento vertical.  Este 

método abre oportunidades para desarrollo de proyectos de edificaciones en 

terrenos con similares características con presencia de napa freática. 

 

Palabras clave: Nivel freático, Predimensionamiento, Estructuración, Mecánica de 
Suelos 
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Abstract 

 

In this work the design of a reinforced concrete building is presented, using only thin 

plates as vertical elements, for a multi-family building, the complexity of the problem 

is accentuated by the presence of the water table, since the building requires a 

structural seismic analysis. The design was based on the study of soils, gravel type 

with an admissible capacity of approximately 1.40 Kg / cm2. According to this study, 

the water table was found at a depth of 2.5m above the 0.00 level. The architectural 

design was made by Arq. Augusto Fukazawa K., while the three-dimensional model 

was made using the ETABS v.21 program; The analysis by gravity and earthquake 

loads, determined that the roofs are represented by rigid diaphragms with 3 degrees 

of freedom. For the design of the project, in the presence of water table, concrete 

walls 10cm thick were used, without the use of another vertical element. This method 

opens up opportunities for the development of building projects on land with similar 

characteristics with the presence of groundwater. 

 

Keywords: Water table, Structuring, Soil Mechanics 
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