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Resumen 

Nuestra investigación tuvo como principal objeto evaluar en gabinete el uso de 

la geomalla biaxial como un refuerzo estructural del pavimento flexible en la 

subbase aplicado en la Avenida Los Eucaliptos en el Distrito de Lurín. 

El desarrollo de esta investigación demuestra la viabilidad técnica del 

reforzamiento de un pavimento flexible utilizando geomallas biaxiales. El 

pavimento flexible propuesto está orientado para ofrecer el servicio sobre un 

suelo pobremente graduado (SP), según la clasificación SUCS y A-3 mediante 

clasificación AASHTO con un CBR de 18.1%. El diseño de pavimento está 

alineado con la norma AASHTO 93, proyectado para 15 años, un ESAL de 2, 

105,034. se realizó dos diseños con dos tipos de geomallas de diferente 

resistencia, la geomalla biaxial Tipo A que es de 20KN y la geomalla Tipo B que 

es de 30KN, para ambos diseños se hizo mediante el método Geosoft Pavco V 

3.0, esto con el fin de determinar los espesores de la base y subbase reforzada 

con la geomalla, además, se realizó los metrados para cada diseño obtenido con 

el objetivo de analizar los costos para cada escenario. 

La metodología utilizada para la investigación es de diseño descriptivo en un 

grado de manipulación de la variable independiente de presencia – ausencia, 

además, tiene un enfoque cuantitativo y por la orientación se define como una 

investigación aplicada.  

De la comparación realizada entre los tres diseños se obtuvo como resultado 

que la geomalla Tipo A genera una disminución 33% en la subbase y la geomalla 

biaxial Tipo B disminuye en un 40%la subbase la estructura del pavimento 

flexible, por otro lado, los costos se ven reducidos en un 3.4% y 2% 

respectivamente.  

 

 

Palabras claves: Geomallas, biaxiales, subbase, costo. 
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Abstract 

The main objective of this research was to evaluate the use of the biaxial geogrid 

as a reinforcement of the flexible pavement in the subbase applied on Avenida 

Los Eucaliptos in the District of Lurín. 

The development of this research demonstrates the technical feasibility of 

reinforcing a flexible pavement using biaxial geogrids. The proposed flexible 

pavement is oriented to offer the service on a poorly graded (SP) soil, according 

to the SUCS classification and A-3 by AASHTO classification with a CBR of 

18.1%. The pavement design is aligned with the AASHTO 93 standard, projected 

for 15 years, an ESAL of 2,105,034. Two designs were made with two types of 

geogrid of different strength, the Type A biaxial geogrid, which is 20KN and the 

Type B geogrid, which is 30KN, for both designs it was done using the Geosoft 

Pavco V 3.0 method, this in order to To determine the thickness of the base and 

sub-base reinforced with the geogrid, in addition, the measurements were made 

for each design obtained in order to analyze the costs for each scenario. 

The methodology used for the research is of descriptive design to a degree of 

manipulation of the independent variable of presence - absence, in addition, it 

has a quantitative approach and by orientation it is defined as an applied 

research. 

From the comparison made between the three designs, it was obtained as a 

result that the Type A geogrid generates a 33% decrease in the subbase and the 

Type B biaxial geogrid decreases the subbase structure of the flexible pavement 

by 40%, on the other hand, the costs they are reduced by 3.4% and 2% 

respectively. 

 

 

Keywords: Geogrids, biaxials, subbase, cost.
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